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Tournament II Assembly Instructions 

 

Carefully remove both cabinets from the boxes and packing material.  Separate the 

hardware and accessories from the table and legs. 

Inspect the hardware kit and make sure you have all the parts required to assemble your 

table.  4ÈÅ ÉÌÌÕÓÔÒÁÔÉÏÎ ÂÅÌÏ× ÓÈÏ×Ó ÔÈÅ ÈÁÒÄ×ÁÒÅ ÙÏÕȭÌÌ ÎÅÅÄȢ 

 

 

The specific count of leg mount bolts (B) and levelers (F) varies with the number of legs on 

your table. 

 

Install the leg levelers (part F) into the bottom of each 

leg.  A wrench may be required. 

 

Identify the two end legs.   

End legs have a shelf on one side that is large enough to hold a 

can of wax.  Center legs have a very small shelf area.  Split 

tables include one or more center legs.   

A: 2 threaded rods with 4 nuts and 4 washers 

B: Flat head 5/16 x 2” leg mount bolts 

C: Allen wrench, 3/16” 

D: Side covers (2) 

E: Screws for Side Covers (4) 

F: Leg levelers  

G: Pocket Screws 

H: Wood score bead assembly 

I: Table sweep 

J: Set of pucks 
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Attach the end legs.  Lay the table on its side and attach the end legs from the top of the table 
with the leg mount bolts (B) and Allen wrench (C).  Orient them so the open shelf faces the end 
of the table. 

  

 
For each of the end legs, after attaching the mounting screws from above, insert one pocket 
screw into the end of the sub-frame rail where in meets the leg on each side.  Tighten these 
screws.  See picture above right. 
 
Note: The legs have a notch in them that receive the rails of the sub frame when properly positioned. 

 

A properly assembled end leg 

For one-piece tables: Set the table upright.  Do not allow the weight of the table to rest 

on the side of the legs.  Use two or more persons to turn the table upright. 

&ÏÒ ÓÐÌÉÔ ÔÁÂÌÅÓ ɉρτȭ ÁÎÄ ÕÐɊȡ Lay one section of the table on its side and attach the end 

legs and the center leg(s).  The leg at the center joint will extend beyond the joint to 

accept and support the second table section.  .ÏÔÅȡ φτȭ ÔÁÂÌÅÓ ÄÏ ÎÏÔ ÈÁÖÅ Á ÃÅÎÔÅÒ ÓÕÐÐÏÒÔÉÎÇ 

leg. 

Set the section with the center leg upright.  Do not allow the weight of the table to rest 

on the side of the legs.  Use two or more persons to turn the table upright. 

Assemble the leg(s) to the second section in the same manner. 

Set the second section upright and rest the joining edge on the shared center leg of the 

first section.  Do not  install the remaining leg mount bolts for the center leg yet.  
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Take care to line up the dowel pins 

on the side aprons you should be 

able to push the cabinet close 

enough together to get just the tip of 

the dowels lined up.  

 

Now the next step is to pull the two cabinets together go under the cabinet and Insert 

Threaded Rod A into the holes in the center leg and two cabinet cross support.  

 

   

Now tighten the threaded Rod and pull the two cabinets together. Watch carefully that 

ÔÈÅ ÄÏ×ÅÌÓ ÁÒÅ ÓÔÉÌÌ ÌÉÎÅÄ ÕÐ ÁÓ ÙÏÕ ÐÕÌÌ ÔÈÅ Ô×Ï ÈÁÌÆȭÓ ÔÏÇÅÔÈÅÒ.  You may want a friend 

up on top to make sure the two dowel pins are aligned as you pull the two cabinet 

halves together with the threaded rod.  

Now install the final two center leg bolts.  The center leg bolts will not attach until the 

cabinet is pulled tight together 
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Now  install the brass center cabinet connector and attach with the two screws on the 

bottom with a Phillips screw driver. 

  
 

The last step on the cabinet assembly is to attach the score unit.  Instructions for 

electronic score unit installation are included in the score unit box.  If you did not buy 

an electronic score unit, wood score beads were included with your table.  You can 

choose either the top molding or side of the cabinet to attach the wood score beads.  We 

recommend that you predrill the holes or you may crack or split the wood. We do not 

predrill at the factory because we do not know where you may choose to locate your 

score beads.  

 

 

 
 
 
 
 

 


